


Belt Width (mm) 1035 MN1
 From 500 to 650 mm

1035 MN2
From 700 to 1400 mm

Belt speed (m/s) 0,1 à 3

Flow range (t/h) 1 à 200 t/h 10  à 600 t/h

Sensitivity pesage 2 mV/V  @ 100 kg/m 1 mV/V  @ 100 kg/m

Weight (kg) 32 48

Installation Delivered asa kit with adjustable stand, no drillin g, no soldering, using existant rollers

Caractéristiques 

Stinger conveyor 
Belt width < 800 mm

Stinger conveyor 
Belt width 800 à 1400 mm

Stockpile conveyor
Belt width 500 à 1400 mm

Quarry Harbour Mobile plant Sandpit Waste treatment

1 1 or 2 compartments with weight sensors and stabili sations blades included   

2 2 galvanized support bar of 40 x 40 mm, pre-cut L1 = 1200 mm (1500 mm and 2000 mm available upon reque st)    

3 4 adjustment brackets on frame without drilling

4 4 plastic end caps

5 Vertical alignement screws 

6 2 or 4 clamps bounding the scale to the weighing co mpartements

7 Protection tube  16 mm, cable exit with PG9 gland 

8 Roller station with 1, 2 or 3 roller sur le convoyeur (not supplied) 

9 Conveyor frame (not supplied) 

Example of several installations 



 




