


CFM Series mass flowmeter

Main Features

Loading control for 
bulk cement trunk 
under silo 

250 t/h +- 1 %

Carrières

Exemples d’installations 

For flow rates from 2 to 600 t/h (4 to 500 m³), the  CFM flowmeters solid 
product continuously measures a flow of materials b y the principle of 
centrifugal force.

The flowmeter is designed for large volumes ensurin g passages without 
disturbing the upstream and downstream process.

Dustproof and without electric circuit in the measu ring zone, the flow 
meter is suitable for all use in hazardous ATEX are as with high 
temperature products and adhesive products.

In terms of maintenance, the request tends to be mi nimal, plus, 
calibrations of tested material remains reliable ov er the time.

Flow rate  
(t/h for 1.0 density) 

CFM45
45 t/h

CFM150
150 t/h

CFM500
500 t/h

Accurancy 1 % to  2 % 

Granulometry 0 – 30 mm 

Fixation free-standing or wall mounting
(The meter must be installed on a single chassis vi bration)

Terms and conditions -10°C à 40°C  Humidity 95% Waterproof IP66

Finishing coat 3 coats of anticorrosion paint with phosphate. Inox  wear plates.
Option : Version INOX 316 L

Installation on ATEX zone Option : ZONE 20,21,22

Continuous 
additive dosing 
until the lime  
bagging line. 
100 t/h +- 2 %

Storage and flux  
management in 
cereal storing silos.
150 t/h +- 1 %

Loading control of 
silo for wheat flour. 
120 t/h +- 1 %

Production control  
for screening 
machine .
40 t/h +- 1 %





 


