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Electromagne c flowmeter EPD série from FineTek



Tube section is required to be at least 5D (internal diameter of the flow meter) on the front side, and at least 2D on the rear side. 

 

Flow meter installa on 

Electromagne c flow meter
• Widely  applied in the conduc ng liquids that may contain fiber, 

solid granules and suspended  materials
• The measurement results are not affected by the change in 

liquid density, viscosity, temperature, pressure and conduc vity.
• Variety of op ons for Electrode material, lining material, pipe 

diameter, etc.
• ISO17025 & OIML cer ficated

EPD



Monitoring & On-line report  
Monitoring your production remotely

XSCALES is an online IOT software made by TeleMetrix. 
It collects your information from DIGIBOX systems 
installed on your sites and keeps them on a secure 
server by 4G or Ineternet connection. 
Your data is accessible at any time by simply connecting 
to our WEB portal with a computer or a phone.

Embeded web server for local diagnostic 

On-Line Service for global view 
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Flow Calibra on: ISO 17025
ILAC (Interna onal Laboratory Accredita on Coopera on)

TAF 3086 (Taiwan Accredita on Founda on)

WATER FLOW LABORATORY  FACILITY (LNE & TAF)

TxBox Industrial IOT 

EPD Flowmeter 





2. Customer: Engineering Company
3. Client: A10 Pressuriza on Sta on of Luzhu, 
Taoyuan City Taiwan
4. Waterworks Company
5. Measured object: tap water, pressure 
1.5~3 Bar



Electromagne c flow meter 

Applica on
Model : EPD34 DN80 (remote type) 
Industry: Pharmaceu cal
Medium: Wastewater
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2. Main Industry: Water Treatment
3. Measured object: tap water (drinking water)
4. Applica on environment: Monitoring of tap water pipelines of 
Luona Water Purifica on Plant in Xinyi Township
5. Main model: EPD34 Flow meter – Remote type
6. Compe tors and models:
The key to success: the successful experience of coopera on in past 
cases, coupled with our company’ s familiarity with the verifica on 
process of tap water, we began to closely cooperate with tap water-
related cases.  
7. Bring benefits to customers: monitor the performance of water 
purifica on plants at any me
8. Supplementary instruc ons and remarks:
Poten al business opportuni es: Cooperate with other follow-up 
water purifica on plant equipment update cases
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1. Customer: District 4 of Taiwan Waterworks_Shuili 
Opera on Office
2.Main Industry: Water Treatment
3.Measured object: tap water (drinking water)
4.Applica on environment: Renlun water purifica on 
plant_dosing sta on
5.Main model: EPD34200 Flow meter – Remote type
6.Compe tors and Models: Replaces YOGOGAWA 
Electromagne c Flowmeter
7.The key to success: good customer rela onship 
maintenance and a er-sales service (Xingang office crashes 
and traffic instability, working condi ons are handled 
properly)
8.Benefits to customers: remote traffic monitoring
9.Poten al business opportuni es: Newly developed the 
fourth district of tap water, and there will be demand for 
Xiluo drug filling sta ons in the future
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Flowmeter 

Waste Water Flow Chart
Ultrasonic or  
Radar level 
transmi er

Cable float type
Pressure type
Utrasonic typeFloat switch

By pass
Ultrasonic

Flowmeter



Product Group- Liquid (19 types)
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• Rugged mechanical design
• Float: PP, SUS 304, PVC
• Cable: Neoprene, PVC, Silicon
• Processing Temperature: PP: -

10C~80 C;PVC: -10~60C; SUS 304: 
0-170C

• Switch type: micro-switch, reed 
switch, mercury switch

• Tank type: water  well

• Medium:  Underground water

• Pressure ATM

• Temp.: Normal

• Model: FAC (Round type)

• Type: Micro switch/PP float

• Func ons: Pump control (ON/OFF)

• Remark: Connect to the pump 
directly



Treatment: Stabilize the PH value of 
aera on / chemical coagula on basin. 

Medium: H2SO4/NaOH/NaOCl

Suitable product: LOAD CELL / TMX110

Weight  transmi er

Magne c float level transmi er

Pressure transmi er

Magne c float level switch



Product Applications of flow meter 

1. Standard type & remote type 
2. Power supply:  24VDC/ 110VAC/220VAC/ Ba ery type 
3. DN25 ~DN300 mm
4. Accuracy : 0.2%  / 0.3% / 0.5% 
5. Remote type : max length of cable 100 meter 
6. Electrode material: SUS316L, Hastelloy , tanium, Tatalum
7. Lining material: PTFE, NBR, Neoprene 
8. Cer ficate :  IAC 17025, OIML  
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Make full pipe flow
→ Enhance the accuracy

Electromagne c flow meter 

Applica on
Model : EPD30 DN150
Industry: Hoggery
Medium: Wastewater



Ques on & Answer

SAS TELEMETRIX 7 Rue du Bois Malhais – 78640 Saint Germain-de-la-Grange - France
Bernard Wenner Email  : b.wenner@telemetrix.fr  wezbsite : https://www.telemetrix.fr


